20000301.ba v02_n819.bam.20000301 


>From ???@??? Wed Mar 1 08:27:02 2000 -0600 

Date: Wed, 1 Mar 2000 08:24:50 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2819 

Message-Id: <20000301143202 .82243274AD@devel43.theporch. com> 


BOATANCHORS Digest 2819 
Topics covered in this issue include: 


1) Sensitivity specs for SX-73? 
by Allen Cutts <cacutts@mindspring.com> 
2) Re: Sensitivity specs for SX-73? 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
3) Running without - Black Beauties 
by "Owens, Clarence" <clare.owens@otis.com> 
4) Military Manuals 
by KB9VU@aol.com 
5) Re: Sensitivity specs for SX-73? 
by luc dugas <collins2@globetrotter.net> 
6) HX-20 WTB 
by Sandy Gerli <angerli@home.com> 
7) Reduced B+ on command set rx 
by Ray Mote <rmote@rain.org> 
8) WTD: Rack Panel Handles 
by "Spencer Petri" <wa5jci@flash.net> 
9) Re: Running Without- "Black Beauty" Follow-up. 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
10) PCU Firmware 
by "Schroeder, Russell G" <Russell.Schroeder@usa. xerox.com> 
11) RE: Running Without- "Black Beauty" Follow-up. 
by "Ed Sieb" <sieb@sympatico.ca> 
12) EICO 722 VFO Schematic 
by "Jay H. Miller" <jmiller@teleteam.net> 
13) Re: Zenith Transoceanic Value ? 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
14) FS: Collins 30S-1 
by AA5QT@aol.com 
15) HRO-5 meter 
by "Cormac Thompson" <cormac@bentonrea.com> 
16) Re: Zenith Transoceanic Value ? 
by "Hue Miller" <kargokult@proaxis.com> 
17) London Boat Anchor Sites 
by "Jim Hall" <jahall@micron.net> 
18) Re: EICO 722 VFO Schematic 


by Ralph Parker <rparker@intergate.ca> 
19) Stancor PC-8408 

by "Timothy F. Casey" <tfcasey@sprynet.com> 
20) Filamentary control of regeneration 

by "Hue Miller" <kargokult@proaxis.com> 
21) Re: London Boat Anchor Sites 

by Paul Bernhardt <bern@ppdu.nrl.navy.mil> 
22) Trade Hammarlund S-200 for UTC A-12 

by bill wilson <w4biz@mindspring.com> 
23) Re: Stancor PC-8408 

by "Garey Barrell" <k4oah@mindspring.com> 
24) WTB Pilot's Box 

by "COWARD,JAY (HP-SanJose,ex1)" <jay_coward@agilent.com> 


Message-Id: <3.0.6.32.20000229103846.0079db10@pop.mindspring.com> 
Date: Tue, 29 Feb 2000 10:38:46 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Allen Cutts <cacutts@mindspring.com> 

Subject: Sensitivity specs for SX-73? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi all, 


Does anyone know the sensitivity specs for the Hallicrafters SX-73? My copy 
of the W7FG manual does not list them. Any help here would be appreciated. 


Thanks, 


Allen cutts 
N40Z1 


Message-Id: <3.0.1.32.20000229095631.012f04c0@vuse. vanderbilt. edu> 
Date: Tue, 29 Feb 2000 09:56:31 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Re: Sensitivity specs for SX-73? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 10:38 AM 2/29/00 -0500, you wrote: 
> 

> 

>Hi all, 


> 

>Does anyone know the sensitivity specs for the Hallicrafters SX-73? My copy 
>of the W7FG manual does not list them. Any help here would be appreciated. 
> 

Ah, the old SX-73 sensitivity problem.... 


I have some figures for stage gains and the like in the DOD manual, but I 
don't have access to it right now. 


After working for quite some time on an SX-73, I'm not all that impressed. 
I have checked virtually every component and done very careful alignment, 
but it just isn't very hot. My SX-42 is better. The worst problem is that 
the second conversion frequency is 6 mHz, which beats with the accursed 
Radio Havana in my neck of the woods, so every station in the high bands 
has birdies. Sigh. 


I'll try to dig up the figures, but it may take a while, please be patient. 
I'd be interested if anyone has had better luck with this beast. 


73 A. B. Bonds 


Content-return: allowed 

Date: Tue, 29 Feb 2000 08:53:48 -0500 

From: "Owens, Clarence" <clare.owens@otis.com> 
Subject: Running without - Black Beauties 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFQPQOFCD8C8PB@mailman.otis.com> 
MIME-version: 1.0 

Content-type: text/plain 


Hi ‘fellow Anchorists, 


Some time ago Rich, KB8TAD, reported that he had experimented with his 
NC-173 to see how little B+ would operate the set. His results were that 35 
to 40 volts were sufficient to receive HF broadcast stations using an 
external speaker and that at 35 volts the current draw only was 11ma. He 
didn't say anything about the BFO operation but obviously the HFO was 
operating OK. 


I'm familiar with the NC-173/183/D series of receivers and can see that it'd 
be easy to use the rear mounted external power plug to supply low voltage B+ 
after removing the rectifier tube. For any receiver without an external 
power plug I'd just make up an octal plug with cable to fit in place of the 
rectifier tube and run the cable out through any handy ventilation hole or 
slot. Almost any thin flexible cable will do fine for 40 to 75 volts. 


I'm going to add this experiment to my list of things to do. I have an old 


@-150 volt regulated supply that I haven't fired up in too many years and 
it'd be perfect for this use. I knew I was saving it for something. 


This could really save a lot of work and allow us to maintain the original 
character of a lot more equipment while being able to use it, not just look 
at it on the shelf. 


73, 


Clare Owens N2RJB 


From: KB9VU@aol.com 

Message-ID: <46.22a286f.25ed487a@aol.com> 
Date: Tue, 29 Feb 2000 11:06:18 EST 

Subject: Military Manuals 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Someone had given pointers to or information about how to obtain copies of 
Military Tech Orders for radio (and other) gear. I need a copy of TO 
31R2-4-183-1 and TO 31R2-4-183-3. These are part of the Technical and 
operating manual set for the KWM-2A, 30L-1, 30S-1 and accessory equipment. 
Issue dates needed are between 1 April 1969 and 1 January 1971. 


Thanks 
Mike Stover, KB9VU 


CCA 404 
MARS AFA3BO 
Florissant, MO 


Message-ID: <38BBE5B0.BDOD814C@globetrotter.net> 
Date: Tue, 29 Feb 2000 11:28:49 -0400 

From: luc dugas <collins2@globetrotter.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Sensitivity specs for SX-73? 
Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 


my manual says average in a band (edges and center of band ) sensitivity 2 


microvolts for 50 miliwatts audio output. luc ve2l1gj 73s 
Allen Cutts a Ecrit : 
Hi all, 


Does anyone know the sensitivity specs for the Hallicrafters SX-73? My copy 
of the W7FG manual does not list them. Any help here would be appreciated. 


Thanks, 


Allen cutts 
N40Z1 


VV VV VV VV V 


Message-ID: <38BC026C.CF6AF546@home. com> 

Date: Tue, 29 Feb 2000 12:31:24 -0500 

From: Sandy Gerli <angerli@home.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HX-20 WTB 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, all, 


WANTED: WORKING Heathkit HX-20 tx. Have a parts unit, a manual, and 
a great, working HR-20 rx. Now need the working HX-20 to complete 
the setup. Can anyone help me out?? 


73% 


Sandy Gerli, AC1Y 

500 Country Club Road 
Avon, CT 06001-2406 
(860) 675-5566 

E-Mail: angerli@home.com 


Life Member: ARRL, QCWA 

Collins Collectors Association 
Hallicrafters Collectors Association 
Intrepid Heathkit Aficionado 


Boatanchors are Ham Radio's living heritage! 

Restore something! Smell that hot solder! 

Better 'n booze... 

And, you can get up afterwards if you stay away from the B+!! 


Keep your finals dipped, now... 


Date: Tue, 29 Feb 2000 09:42:19 -0800 (PST) 

From: Ray Mote <rmote@rain.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Reduced B+ on command set rx 

Message-ID: <Pine.GS0O.4.21.0002290935380 .23657-100000@coyote.rain.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Have seen Bro. Dave's comments on running command set receivers at 
filament voltage for B+. A few years back, Larry Kayser dropped in and 
went home with a BC-453 which he intended to use as a tunable IF behind 
xtal-controlled converters. He dropped the B+ way down, to (I 

think) something like 50-75V, and found the point where both 
sensitivity and selectivity were optimum, and signals seemed to just 
"pop out of the noise". I recall him describing the theory behind 
this, but just can't remember the details. Too much paint, drywall 
joint compound, etc. under the bridge since then, and I'm still up to 
my ears in fixup work needed before we can sell this place and move. 
Larry, howzabout expounding further on this point? 


Ray Mote, K5FKT <rmote@rain.org> Oxnard, CA 


Message-ID: <0Q00101bf83ad$£367a4e0$£5301ed1@default> 
From: "Spencer Petri" <wa5jci@flash.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WID: Rack Panel Handles 
Date: Wed, 1 Mar 2000 12:42:49 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Greetings, 


Anyone got two rack panel handles on 5 3/4" mounting centers that they could 
stand to be without? 


Thanks, 
es 73 de Pete WA5JCI EM21 


6 meter VUCC # 361 
2 meter VUCC # 346 


Date: Tue, 29 Feb 2000 13:53:51 -0700 (MST) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: Re: Running Without- "Black Beauty" Follow-up. 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch. com> 
Message-id: 
<Pine.PMDF.3.95.1000229134555 .541130996D-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


On Mon, 28 Feb 2000, David Stinson wrote: 


Some time ago, Mike Hanz gave me the kind gift of 

a BC-455 receiver which was refurbished by 

Canadian Aviation Electronics Ltd. in June of 1954. 

They restored Command Set radios for the Royal Canadian Air Force. 
The unit is "new in box" (the Canadian box, that is) 

so it was never placed back into service. 


VV VV VV 


> When CanAv refurbished these receivers, they installed 
TAT AVAYAS 


> long terminal boards lined with "black beauty" style caps- 


Just for the sake of authenticity... Canadian Aviation Electronics abbreviate 
their name to CAE. 


I had a friend who worked for CAE Winnipeg circa 1970. Said friend told me 
about being in the shop one day and a few guys from the local Canadian Armed 
Forces base came in with a large object and told he to fix it. He asked them 
what it was and they said they couldn't tell him because it was classified. 
That places a whole new perspective on doing electronic service work... 


In my snarky opinion, the only reason that the Canadian Armed Forces would 
classify information about their equipment was to prevent their enemies and 
allies finding out just how obselete the stuff was. 

Richard Loken VE6BSV, Systems Programmer - VMS 

Athabasca University 

Athabasca, Alberta Canada 

xx richardlo@admin.athabascau.ca xx 


Content-return: allowed 

Date: Tue, 29 Feb 2000 16:23:37 -0500 

From: "Schroeder, Russell G" <Russell.Schroeder@usa.xerox.com> 
Subject: PCU Firmware 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Schroeder, Russell G" <Russell.Schroeder@usa.xerox.com> 


Message-id: <7C9FOBB3FDC5D3119C5900805FC7361583A3F3@usa0207ms1.eng.mc. xerox .com> 
MIME-version: 1.0 
Content-type: MULTIPART/MIXED; BOUNDARY="Boundary_(ID_VVM5fv3eeFarfQkk12412¢) " 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


--Boundary_(ID_VVM5f£v3eeFarfQkk124r2¢) 
Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7BIT 


Steve, 
Per your request. 


<<PCU VO.13 Zip.zip>> 
Russ 


--Boundary_(ID_VVM5f£v3eeFarf£Qkk1241r2¢) 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KR KK KKK KK KKK KK KKK KKK KK 


+ + + FF FF OF 
+ + + FF FF 


--Boundary_(ID_VVM5£v3eeFarf£Qkk1241r2¢) - - 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Running Without- "Black Beauty" Follow-up. 
Date: Tue, 29 Feb 2000 16:30:03 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFEEJJCIAA.sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I was going to be a nit-picker and offer the same info 
about CAE's name but thought better of it :-) 


CAE had a major plant in Montreal, and much of their product ended 


up in some of Montreal's better surplus dens in the '60's and '70's. 

I remember seeing all sort of mil stuff with the famous CAE cal and refurb 
stickers on them. I even think they actually did some contract manufacturing 
of some well known radio types. 


Today, CAE still does cal and refurb, but their main product is flight 
simulators and flight training systems. 


Message-Id: <103130300b4e1f8aab£71@[199.34.24.29]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Tue, 29 Feb 2000 16:29:54 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 
From: "Jay H. Miller" <jmiller@teleteam.net> 
Subject: EICO 722 VFO Schematic 


Anyone have a schematic of the Eico 722 VFO for which to please make me a copy? 
Thanks! 


AKKKKKKKKKK JMiller@teleteam.net *xxKkKKKKKKK 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
A Pictorial History of Collins Amateur Radios 
ARRL * AMI#846 x DXCC 
Home Page: http://www.teleteam.com/~jmiller/ 
*xxkxkxxk Proud to be 100% Macintosh since 1984! xxx*xx*«x* 


Message-Id: <3.0.1.32.20000229164356.013154e0@vuse. vanderbilt. edu> 
Date: Tue, 29 Feb 2000 16:43:56 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: Zenith Transoceanic Value ? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 03:36 PM 2/29/00 -0500, you wrote: 

> 

> 

>I would like to find an old H600 (model # ?), the one that uses 
>the 1U4, 1S5 etc tubes. What are they going for now days? 

>I have given up ebay - as all I ever see is expensive stuff. 

>I figure I'll go to a hamfest armed with knowledge of a fair 


>price. 
> 
In a nutshell: 


The H600 is a legit model number. There are basically five types of tube 
T-O's. The earliest type (pre-WWII) is made out of unobtainium if you are 
concerned about cost. The first post-war unit used eight loctal tubes and 
a 117Z3 rectifier. Nice set, it is identifiable by not having a flex joint 
on the handle (among other things). Tubes are available and reasonable. 
The remaining three types used all miniature tubes and had essentially the 
same chassis, with minor differences in the power supply. This series uses 
a 1L6, which is very expensive ($30) and often weak or bad. The remaining 
tubes are plentiful and reasonably priced. One would expect to pay 
anywhere from $50 to $150 for the average TO at a hamfest. The "depends" 
is mainly an issue of cosmetic condition. For $50 you should expect one in 
one piece, but blemished. For $150 it ought to look pretty good. 


EVERY T-O will require recapping. Even if it plays, trust me, the paper 
caps will be bad. This amounts to about a dozen caps in the later models 
and perhaps 18-20 in the older model. There also will probably be 
high-value R's (1 meg or more) that have drifted. Point is that when 
buying, cosmetic condition is more important that playing condition, since 
you are gonna have to fix it anyway. As long as you are careful of the RF 
box (delicate wires) repair is straightforward. You may have to replace 
the selenium rectifier in the newer models. A diode and about a 50 ohm 
resistor are suitable. 


There are no "bad" TO's. They were a very sophisticated design, perform 
well and sound great. 
Good luck! A. B. Bonds 


From: AA5QT@aol.com 

Message-ID: <62.164806c.25edbdb1@aol .com> 
Date: Tue, 29 Feb 2000 19:26:25 EST 

Subject: FS: Collins 30S-1 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I'm listing this for a friend who is not connected to any reflectors. The 
unit is at my house, but please contact him: Ted Saba, WA5OZH, at (home) 
281-895-6220 and (office) 713-656-5008. The unit looks just fine, and has 
the original manual and three extra tubes. 


(If I have violated any listing or reflector protocol I humbly apologize in 


advance. ) 


Message-ID: <001cO1bf832f$c52808a0$6af6120c@cormac> 
From: "Cormac Thompson" <cormac@bentonrea.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HRO-5 meter 
Date: Tue, 29 Feb 2000 19:39:37 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello Gang: 


Needed, a S-meter for an HRO-5. It's the old fashioned round case with 3 
mounting studs. Any help would be appreciated. 


Thanks & 73. 


Cormac, W7JHS 
cormac@bentonrea.com 
Vintage AM Boatanchors 
Weak Signal VHF 


Message-ID: <002201bf8336$16bfbb80$5bc66ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Zenith Transoceanic Value ? 
Date: Tue, 29 Feb 2000 20:24:50 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Having owned various varieties of the T-O circuit, 
as realized by RCA, Setchell Carlson, and Zenith, 
i couldn't resist adding my comments to this: 


os Original Message----- 

From: A. B. Bonds <ab@vuse.vanderbilt.edu> 

|The remaining three types used all miniature tubes and had essentially the 
|same chassis, with minor differences in the power supply. This series uses 
|a 1L6, which is very expensive ($30) and often weak or bad. The remaining 
|tubes are plentiful and reasonably priced. 


--The 1L6 situation works to your advantage as 
well. Many of them seen at swapmeets 

would still be desirable to their owners, but the 
radio quit, and the owner doesn't know where 

to get it repaired, or has already gotten an 
estimate and figures it's time to bail out. There's 
xnothingx magic about the 1L6, and with minor 
wiring change you can substitute the common 

1R5. 


|There are no "bad" TO's. They were a very sophisticated design, perform 
|well and sound great. 
| Good luck! A. B. Bonds 


--They were a sophisticated design - for their time. 
They sound pretty good, and perform reasonably. 

If you like dx'ing the broadcast band, the selectivity 
limited by the single IF is a drawback. 

Hue Miller 


Message-ID: <0Q01£01bf833c$35b82440$b225cece@hall> 
From: "Jim Hall" <jahall@micron.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: London Boat Anchor Sites 
Date: Tue, 29 Feb 2000 22:08:40 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I will be visiting London, UK in a couple of weeks. I'm interested in any 
Boatanchor Musems or Stores or ?? that might be worth visiting. 


Thanks, 


Jim WA4TVI 


Message-Id: <3.0.3.32.20000229173223 .006a4300@pop.intergate.bc.ca> 
Date: Tue, 29 Feb 2000 17:32:23 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ralph Parker <rparker@intergate.ca> 

Subject: Re: EICO 722 VFO Schematic 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>Anyone have a schematic of the Eico 722 VFO for which to please make me a 
copy? 


Me, too, please. 


VE7XF 


Message-ID: <008d01bf8342$bb6805a0$8e05f£7a5@ocasey> 

From: "Timothy F. Casey" <tfcasey@sprynet.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Stancor PC-8408 

Date: Wed, 1 Mar 2000 00:53:51 -0500 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0084_01BF8318 .9C63C060" 


This is a multi-part message in MIME format. 


Sst =_NextPart_000_0084_01BF8318 .9C63C060 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: quoted-printable 


By any chance, does anyone have the specs for this 
power transformer? 


Tnx in advance, 
Tim Casey W1EII 


eas =_NextPart_000_0084_01BF8318.9C63C060 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KK KK KK KK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 


+ + FF FF FH OF 
+ + + FF FF OF 


ae ate =_NextPart_000_0084_01BF8318 .9C63C060- - 


Message-ID: <0Q02b01bf£8353$3c339180$c5c66ac6@oemcomputer> 


From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Filamentary control of regeneration 
Date: Tue, 29 Feb 2000 23:53:26 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I was looking at the schematic for an Aurora 
Plastics Co., One Tube Radio kit, and i see 

the regen is controlled by a pot in the filament. 
Never saw such before, altho in the 1920s 
filament control was common for volume 

control. Altho it's less than optimum, most of 
such simple 1 & 2 tube kits dispensed with 

any kind of audio level control and just advised 
you to adjust the regen if too loud -- altho that 
also widened the passband. Possibly the 
designers liked this way of controlling regen 

as it is a totally unreactive component (pure 
resistance, nowhere near the tuned circuit ) 

and not likely to be subject to hand capacity, 
detuning, something like that. Altho trying to 
tune in something on the 6 - 13 MHz band 

with one small tuning knob with no gear 

reduction at all, would be trying enuff. 

This lit for this radio sez "has pulled in stations 
500 miles away at night", which certainly can't 
be called overinflated advertising hype. Specs 
say plate voltage 22v, fil voltage 0.7 - 1.4, Ip 
total 0.6 mA. 

The tube is a 3A5, dual triode. This tube 
apparently has a filament for each side, with 

a common center connection, so you can run 

them in series or parallel. Or, more interesting, 
you can switch either section into operation by 
turning its filament off/on independently. This 
feature was used in the classic Western Radio 
Co., Novice ( 1-tube ) Receiver-Transmitter 

BN-1 (also called BN-80-40 ? ). Also, the Navy's 
WW2 rescue radio CRC-7 used this tube, altho 

i don't know if it made use of this feature. 

Hue Miller 


Date: Wed, 1 Mar 2000 08:30:43 -0500 (EST) 
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil> 


To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: London Boat Anchor Sites 

Message-ID: <Pine.A32.4.03.10003010803370 .32936-100000@ppdu.nrl.navy.mil> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Jim, 

You should try to visit the HMS Belfast located in the Pool of London. 
To get there, take the A3 motorway toward London Bridge. Turn right on 
Tooley Street and use the car park near Tower Bridge. From there it is 
on the left in Tooley Street. 

On the Belfast, you should visit the Bridge Wireless Office (BWO) which 
is used today by the Royal Naval Amateur Radio Society (RNARS) with call 
Sign GB2RN. I last visited there on 12 September 1997. Equipment 
included B40 and B41 receivers and a Model 603 with transmitter (1.5 - 24 
MHz), Eddystone 770 U/2 150-500 MHz, 77R MKII 19-170 MHz. The BWO is 
closed to the public but if a member of the RNARS is there, they can open 
it up for you to use. For further information contact Phil Manning 
at: 

Phil Manning GILKJ RNARS 2954 

Surrey Satellite Technology Limited 

Surrey Space Centre Surrey University 

Guildford, Surrey 

GU2 5XH 

UK. 

Phone (44)1483-259278 Ext 2276 Fax 01483-259506 

Mobile 07973-298287 

Email P.Manning@surrey.ac.uk 

URL: http://www.sstl.co.uk 
He should be able to tell you when the Belfast is available for making a 
few QSO's. 


Cheers, Paul Bernhardt KF4FOR RNARS 4429 BELFAST 489 


Work:P.A. Bernhardt Home: Paul Bernhardt, KFAFOR 
Code 6794 5704 Ridge View Dr. 
Naval Research Laboratory Alexandria, VA 22310 
Washington, DC 20375 

Tel: 202-767-0196 703-960-9656 


FAX: 202-767-0631 
On Tue, 29 Feb 2000, Jim Hall wrote: 


I will be visiting London, UK in a couple of weeks. I'm interested in any 
Boatanchor Musems or Stores or ?? that might be worth visiting. 


VV VV 


Thanks, 


> 
> Jim WATVI 


Message-ID: <38BD1BA9.36E08627@mindspring. com> 
Date: Wed, 01 Mar 2000 07:31:21 -0600 

From: bill wilson <w4biz@mindspring.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Trade Hammarlund S-200 for UTC A-12 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Looking for two UTC A-12 line transformers. Will trade a nice 
Hammarlund S-200 (matches the 180 series) speaker for a pair. 


email: w4biz@mindspring.com 
Thanks in advance! 


Message-ID: <004501bf£8387$8364ace0$242356d1@com> 
From: "Garey Barrell" <k4oah@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Stancor PC-8408 
Date: Wed, 1 Mar 2000 09:07:37 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Tim - 

PC-8408 

680 VCT @ 70 mA 

5.0V@2A 

6.3V @ 2.5 A (General spec says this is center tapped) 


Price - $5.62 (Allied, 1959) ! 


73, Garey - K40AH 
Atlanta 


rake Original Message ----- 
From: Timothy F. Casey <tficasey@sprynet.com> 


To: Old Tube Radios <boatanchors@theporch.com> 
Sent: Wednesday, March 01, 2000 12:53 AM 
Subject: Stancor PC-8408 


By any chance, does anyone have the specs for this 
power transformer? 


Tnx in advance, 


Tim Casey W1EII 


Message-ID: <D53173D574D6D211945500A0C9E95BEB15FEA6@xsj02.sj.hp.com> 
From: "COWARD,JAY (HP-SanJose,ex1)" <jay_coward@agilent.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "'milsurplus@qth.net'" <milsurplus@qth.net> 
Subject: WTB Pilot's Box 
Date: Wed, 1 Mar 2000 07:24:18 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi Folks, 

I would like to obtain a Pilot's control box for the ZB-3 or R-1/ARR-1 
homing adapter and the connector that mates with it. 

I'm building an ARB set-up with a DU-2 loop and the R-1/ARR-1 and, if you 
can make it to the Military Radio Collector's Group meeting in San Louis 
Obispo May 5th and 6th, I'll let you play with it! 

BTW the ARB may be an ugly beast but is a pretty cool radio non the less.It 
has a fixed BFO so you have to tune useing only the crank but it is stable 
enough that when you tune a sideband signal you can copy without having to 
fool with it. 

With the DU-2 loop hooked up, BC band listening is way fun since you have 
to "work" the radio and loop (i.e. more knobs to play with). 

I picked up an LF station sending J K in Morse but didn't get the frequency 
as the neighbor turned on his light dimmer and I lost the whole LF band.Can 
anyone ID that beacon for me? 

Thanks, 

Jay 


End o£ BOATANCHORS Digest 2819 
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